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THIS IS ONE VOLUME OF A SIX VOLUME SET WHICH INCLUDES: 

FOR VOLUME 111:  GEOTECHNICAL 
This is a RED Stamp 

- .  

R e v .  Effective 
!!h m 

813019 1 1 

11/15/9 

12/03/9 

1 

1 

8/30/9 1 1 

New 
Proc. 
N L  

Old 
Proc. 
h lxk 

GT.01 3.1 Logging Alluvial and Bedrock Material 

DCN 91.01 Recording lithologic descriptions and 
securing core boxes 

DCN 91.02 

GT.02 

Clarification of log approval for multi-use wells 

3.2 Drilling and Sampling Using Hollow Stem 
Auger Techniques 

DCN 91.01 Unconsolidated core samples need not be 
peeled before sampling 1 10/29/91 

DCN 91.02 Correction of well location for low Alluvial 
thickness 1 11/6/91 

1 11/15/91 DCN 91.03 

GT.03 3.3 

Ten foot long core barrels 

Isolating Bedrock from Alluvium with 
Grouted Surface Casing 1 813 019 1 

1 1 0/02/9 1 

1 1 0/20/9 1 

DCN 91.01 

DCN 91.02 

Superseded by DCN 91.03 

Grout procedure clarification 

DOCUMENT CUSSlFlCATKNJ 
REVIEW WAIVER PER 

CLASSIFICATION OFFKE 
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New Old 
Proc. Proc. 
NL JA& 

DCN 91.03 

GT.04 3.4 

DCN 91,Ol 

DCN 91.02 

DCN 91.03 

GT.05 3.5 

@ DCN 91.01 

GT.06 3.6 

DCN 91.01 

DCN 91.02 

DCN 91.03 

DCN 91.04 

DCN 91.05 

DCN 91.06 

DCN 91.07 

DCN 91.08 

DCN 91.09 

GT.07 3.7 

Tltle 

Change in crlterla for cement grouting 

Rotary Drilling and Rock Coring 

Core barrel decontamination 

Clarification of measuring tape decontamination 
requirements 

Clarification of theuse of super gel-x 

Plugging and Abandonment of Boreholes 

Surface casing classification 

Monitoring Wells and Piezometer Installation 

Industry Standard is 1 foot into Bedrock 

For the Sitewide Program, Claystone 
Smearing does not seem to be a problem 

Superseded by DCN 91.06 

Low Alluvial thickness wells 

Superseded by DCN 91.08 

Change in filter pack guidance 

Decontamination for site-wide geological 
characterization 

Figure replacement (GT.6-1) 

Sampling with center bit drilling 

Logging and Sampling of Test Pits and 
Trenches 

Rev. 
N5L 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

Effective 
D m  
1211 2191 

813019 1 

1 012219 1 

1 012919 1 

12/03/91 

813019 1 

1 012219 1 

813019 1 

1011 5/91 

1 011 519 1 

1 110819 1 

11/06/91 

11/06/91 

1 1 /08/9 

1 111 519 

11/15/9 

1210319 

813019 1 
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New 
Ptoc. 
N& 

GT.08 

DCN 91-01 

GT.09 

GT.10 

GT.11 

GT.15 

DCN 91.01 

GT.17 

GT. 1 8 

GT.19 

ET.20 

Old 
Proc. 
N& 

3.8 

3.9 

3.10 

3.1 1 

3.15 

3.17 

3.18 

3.19 

3.20 

uua 
Rev.  
No. 

Surface Soil Sampling 1 

Clarification supplementation of GT.08 - Surface 
Soil Sampling 1 

Soil Gas Sampling and Field Analysis 1 

Borehole Clearing- 1 

Plugging and Abandonment of Wells 1 

Geophysical Borehole Logging 1 

No Hole will be left Unlogged at the end 
of the day 1 

Land Sunreying 1 

Surface Geophysical Sunreys 1 

Field Gas Chromatographs 1 

Procedures for Soil Interstitial Water 
Sampling and Sampler Installation 1 

Effective 
m 

8/30/91 

11/26/91 

813019 1 

8/30/9 1 

8130191 

8/30/9 1 

10/15/91 

813019 1 

8/30/91 

8/30/9 1 

a13019 I 
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DOCUMENT CHANGE NQTlCE (DCN) 

.Procedure Number 521 000-OPS-GT.3 Rev. 1 Page 1 of 1 - 
rtltt Date DCN Nu* 

Isolating Bedrock from AUuvium with Gmted Surface Casing 12-1 1-91 

3pires - 3- 13-92 P medure Revision Requimd mves U N O  

- 
I tern 
Number 

1 

2 

3 

4 

5 

Page 

4 of 
9 
5 of 9 

1.-.11 

6 & 8  
of 9 
4 of 9 

Step or 
Paragraph 

5.1 

5.1.2 

5.3 

Replace the American Cdbid with: 
'Cement of appmved quality and American Cdloid Pure Gold Bentonite QC equivarent." 
Replace with: "The cement mixture will consist ot a cement and raducd pH bentonite 
grout (American Colloid Pure Gold or approved equivalent) m i x d  acebrding to 
manufaeturo's recornmendatkns. The mixture will contain 5 !a 10% bsntanito by 
weight and have a minimum weight of 13 to 15 pouM5 The density will be measured 
using a mud balance," ? c O l l d  &f&& P Q  

Replace 'grorrt" with "camem" throughwt senion. 

Replace "grout/water mixtufe" with "cemW~rout ratio, weightlgalbn'. 

'ustificatian (Reason for Change - Ptwtde Numbers To Reference Cotrespanding Items Ahve)  

:emem was necessary to hold surface casing in place during bed& opting. 


